Concentrated Aluminum Safe Road Film Remover

RFR-6132AS

RFR-6132AS is a concentrated aluminum and paint surface safe liquid alkaline cleaner designed to remove road film, oils, greases and other soils from cars, trucks, busses, trains and other transportation vehicles.  RFR-6132AS is our "high octane" formulation, designed to provide extra cleaning power in those stubborn cleaning situations.  Unlike conventional alkaline cleaners, which require some kind of mechanical agitation in conjunction with the cleaner, RFR-6132AS can be applied using a pressure washer at low pressure followed by a high pressure water rinse. 

SPECIAL FEATURES


PRODUCT DESCRIPTION
· Patented technology



Physical State:  Liquid



· Removes traffic film without brushing

Color:  Colorless

· Saves time and money



Density:  8.81 lbs./ gallon

· Safe and easy to use



pH (1% solution):  11.0

· Nearly odorless

· Ecologically safe--100% biodegradable

· One step process-- less time and equipment

· Dries white glove clean, non-streaking

APPLICATION
Depending on dilution water hardness and vehicle soil loading, use RFR-6132AS at dilutions of 1:25 to 1:200.  Apply to the vehicle using a pressure washer.  Apply cleaner at a low pressure from the bottom up.  Rinse from the bottom up as well, but final rinse from the top down.  Pressure rinse using the highest pressure available.  A level of 500 psi minimum four to six inches from the surface.  For additional information on product application, consult with your Hydro-Zone representative.

SPECIAL CONSIDERATIONS
RFR-6132AS in either concentrate or solution form is not compatible with conventional alkaline 

detergents.  Mixing RFR-6132AS with other cleaning agents will destroy road film removing

properties.  In very hard water areas use stronger concentrations.  Do not allow concentrated RFR-6132AS solutions to dry on glass, painted or metal surfaces as damage may occur.

HANDLING
RFR-6132AS and its dilutions are alkaline.  Do not take internally.  Avoid contact with skin and eyes.  Should contact occur, flush area immediately with water.  If any discomfort persists, consult a physician.  Read Materials Safety Data Sheet before handling this product.  If one is not available, please call (877) 874-0367 for a replacement.
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