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SECTION 1
HYDRO-ZONE, INC.
17800 Telegraph Road
Romulus, Michigan 48174
Ph. (734) 247-4488

MANUFACTURER INFORMATION

EMERGENCY CONTACT:
(800) 255-3924

SECTION 2 PRODUCT IDENTIFICATION
PRODUCTNUMBER. HZ 0182

TRADE NAME OR CHEMICAL NAME... BFW 0182

SYNONYMS. . . . . . . . . . . . . . . . . . . . .. NA

CHEMICALFAMILY. InternalBoiler Treatment

NFPA- HEALTH HAZARD... 3

FIRE HAZARD 0

REACTIVITYHAZARD. 0

NFPA SCALE.. 4=Extreme 3=High

KEY... ...NA= Not Applicable

2=Moderate l=Slight

ND= Not Determined

O=Insignificant

SECTION 3 HAZARDOUS INGREDIENTS
CHEMICAL NAME(S)

Sodium Hydroxide

CAS NUMBER % WT

1310-73-2 <10

TLV-TWA

2 mg/m3

SEC.313 CARCINOGEN?

No No

SECTION 4 SHIPPING DATA
D.O.T. PROPER SHIPPING NAME...

D.O.T. HAZARD CLASS...........

D.O.T. LABELS REQUIRED........

UN/NA I.D. NUMBER. ............

PACKAGINGGROUP.. ......

Corrosive Liquid, Basic, Inorganic, N.O.S. (Sodium Hydroxide)

Corrosive Material Class 8

Corrosive

UN 3266

II

NON-BULK SHIPPING NAME... Corrosive Liquid, Basic, Inorganic, N.O.S. (Sodium Hydroxide), 8, UN 3266, PG II

BULK SHIPPING NAME Corrosive Liquid, Basic, Inorganic, N.O.S. (Sodium Hydroxide), 8, UN 3266, PG II, RQ (If

25,000 lbs. or more

SECTION 5 PHYSICAL DATA
BOILING/FREEZING POINT @760 mmHg... 212°F (100°C) / <320F «OoC)

pH. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. 13.2

VAPOR PRESSUREmm Hg @20o C ND
VAPOR DENSITY (Air= 1) ND

PERCENTVOLATILEBY WEIGHT (%) 80

SPECIFICGRAVITY@20oC..... 1.98

SOLUBILITYIN WATER.... Complete
EVAPORATIONRATE ... (Water=l) <1

APPEARANCEAND ODOR... Straw to amber liquidwith mild odor.

SECTION 6 FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (TestMethod). NA

AUTOIGNITIONTEMPERATURE... NA
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