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                HYDRO-ZONE, INC. 
                    17800 TELEGRAPH, ROMULUS, MI  48174
                                  PHONE:  (734) 247-4488   FAX (734) 247-4489 
GENERAL PURPOSE SOLUBLE OIL

HZ140-AAX
APPLICATION INFORMATION:   

HZ140-AAX

PHYSICAL SPECIFICATIONS

1. Color


Brown

2. Odor            

Petroleum Oil

3. Appearance

Clear, Liquid

4. Viscosity  @ 40(C 
Cst 21.5-38.0





100(F SUS  100-175 

5. Specific Gravity @ 60(F 0.918

6. A.P.I. Gravity @ 60(F  
23.0

7. Flash Point (oF)      
Above 300(F

8. Density (LBS/GAL)
7.628

9. Pour Point

-20(F

10. pH 10:1    


9.00-9.9

11. Refractormeter Readings:

Dilution
10:1
20:1
30:1
40:1

Reading
10.0
 5.0
 3.5
 2.5

HZ140-AAX is a soluble oil designed for general purpose applications.  HZ140-AAX contains additives to inhibit the growth of bacteria. This product can be used as a machining coolant as well as an emulsion cleaner and rust inhibitor. 
ADDITIONAL INFORMATION:

Manufactured under quality control methods governed by statistical process control.  
To obtain samples and pricing please contact your local Hydro-Zone representative.

Hydro-Zone, Inc.

17800 Telegraph
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