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                HYDRO-ZONE, INC. 
                    17800 TELEGRAPH, ROMULUS, MI  48174
                                  PHONE:  (734) 247-4488   FAX (734) 247-4489 
Cutting, Stamping, Drawing, and Blanking Lubricants

Cutting Oil HZ2513

Cutting Oil HZ2513
PHYSICAL SPECIFICATIONS

1. Color


Yellow

2. Odor         
     
Characteristic

3. Appearance

Clear, Liquid

4. Viscosity  @ 40( C  
Cst  32.0-40.0



        
    100( F  
SUS 150-185


5. A.P.I. Gravity   60( F
28.6

6. Specific Gravity 60( F
0.8839

7. Density (LBS/GAL)
7.360

Cutting Oil HZ2513 is a light colored, EP-fortified cutting oil. This product is formulated with sulfur and chlorine extreme pressure additives and a high level of vegetable ester. Anti-mist additive is also incorporated to reduce airborne fog and mist in high-speed applications.

The outstanding physical characteristics of this product coupled with the cost /performance function ratio justifies looking at replacing your present cutting lubricant.

To obtain samples and pricing please contact your local Hydro-Zone representative.  
Hydro-Zone, Inc.

17800 Telegraph



   Romulus, MI  47174 

     

Phone:  (734) 247-4488   Fax:  (734) 247-4489
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