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                HYDRO-ZONE, INC. 
                    17800 TELEGRAPH, ROMULUS, MI  48174
                                  PHONE:  (734) 247-4488   FAX (734) 247-4489 
SYNTHETIC GRINDING COOLANTS  

HZ405-60G2
HZ405-60G2
PHYSICAL SPECIFICATIONS

1. Color


Green

2. Odor


Characteristic
3. Appearance

Clear

4. pH 10:1 solution

8.50-9.50

5. Density


8.705

6. Specific Gravity

1.0451

7. Foam height

LOW FOAMING
8. Hard water solubility
GOOD
9. Refractometer Readings                                    
Dilutions

20:1
30:1
40:1




2.0
1.5
1.0


HZ405-60G2 is a heavy duty, biodegradable fluid with exceptional hard water stability and low foam characteristics. This product rejects oil based materials, which improves machine cleanliness and coolant sump life.

HZ405-60G2 has a buffered pH, which provides excellent stability over wide dilution ratios resulting in high operator acceptance.

HZ405-60G2 is formulated to inhibit corrosion when diluted to 40:1. This product can be used on aluminum, carbon steel, stainless steel and other alloys.

The outstanding physical characteristics of this product coupled with the cost /performance function ratio justifies looking at replacing your present grinding fluid.

To obtain samples and pricing please contact a Hydro-Zone Representative.

Hydro-Zone, Inc.
17800 Telegraph


   Romulus, MI  47174 

     

Phone:  (734) 247-4488   Fax:  (734) 247-4489
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