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                HYDRO-ZONE, INC. 
                    17800 TELEGRAPH, ROMULUS, MI  48174
                                  PHONE:  (734) 247-4488   FAX (734) 247-4489 
SEMI-SYNTHETIC MACHINING AND GRINDING COOLANT

HZ670

HZ670

PHYSICAL SPECIFICATIONS

1. Color


Amber

2. Odor         
     
Characteristic

3. Appearance

Clear, Liquid


4. Specific Gravity  60( F
1.019

5. Density (LBS/GAL)
 8.491

6. pH 10% w/tap water 17 grain hardness 9.15 typical

7. Pour Point

32(F

8. REFRACTOMETER Readings




10%

5%



            4.75

2.40




HZ670  is a multipurpose vegetable oil based semi-synthetic machining and grinding coolant.  HZ670 has superior cooling and wetting properties that result in longer tool & wheel life and can be used on a variety of ferrous and non-ferrous metalworking applications. Typical dilution ratios are 5% TO 10%. 

The outstanding physical characteristics of this product coupled with the cost /performance function ratio justifies looking at replacing your present machining coolant.

To obtain samples and pricing information contact your local Hydro-Zone representative.

Hydro-Zone, Inc.

17800 Telegraph



   Romulus, MI  47174 

     

Phone:  (734) 247-4488   Fax:  (734) 247-4489
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