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                HYDRO-ZONE, INC. 
17800 TELEGRAPHS, ROMULUS, MI  48174
                                  PHONE:  (734) 247-4488   FAX (734) 247-4489 
SYNTHETIC MACHINING COOLANTS 

SC-5

 HZSC-5
PHYSICAL SPECIFICATIONS

1. Color


Amber

2. Odor


Characteristic

3. Appearance

Clear

4. pH 10:1 solution

 8.50-9.20

5. Density


8.650

6. Specific Gravity

1.0388


7. Refractometer

10%
    5%
 
3%



 3.5
    1.75
           1.05


 Contains no Mineral Oil

HZSC-5 represents a new line of commercially available synthetic machining coolants. HZSC-5 has superior cooling and wetting properties that result in longer tool life. HZSC-5 has an excellent extreme pressure additive package which allows for machining of ferrous metals. This product has a long sump life and is very efficient at rejecting tramp oil. Typical use dilutions are 3% to 10% depending on the severity of the application.
The outstanding physical characteristics of this product coupled with the cost /performance function ratio justify looking at replacing your present machining fluid.

To obtain samples and pricing please contact your local Hydro-Zone representative.

Hydro-Zone, Inc.

17800 Telegraph



   Romulus, MI  47174 
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